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1. CAMERA B 8 WAS USED IN MISSION 3776 FLOWN ON 18 NOV 633

PROCESSING WAS ACCOMPLISHED BY NAVY PIC. s
c1 20 N0V 1963,

2. ORIGINAL NEGATIVE: L
.. HFS 7 ,
A. THE EXPOSURE IS ADEQUATE AND THE RESOLUTION IS GOOD .. Vo
. CcJS j
WHERE NOT DEGRADED BY WEATHER. ~
LY _CRE—
B. O9R SIDE: A PLUS DENSITY STREAK, 32.5" FROM AND ’ pa
A% [
PARALLEL TO THE OUTBOARD EDGE, IS PRESENT THROUGHOUT THE LJ o

MISSION. AN ADDITIONAL FUZZY, WAVERING, PLUS DENSITY STREAK,

RANGING BETWEEN 2" AND 6.7" FROM THE OUTBOARD EDGE, STARTS

AT FRAME 932 AND CONTINUES TO THE END OF THE MISSION. A

POST-PROCESSING WATERMARK ON FRAME 743 IS THE CAUSE OF A 12" TEAR.
C. OSL SIDE: A WAVERING PLUS DENSITY STREAK WHICH

ORIGINATES NEAR THE INBOARD EDGE AND TERMINATES SEVERAL FRAME

LATER BY RUNNING OUT OF THE FORMAT AT THE OUTBOARD EDGE, IS PIESENT

INTERMITTENTLY FROM FRAME 226 TO 666. WATER MARKS AND FINGER

PRINTS APPEAR IN FRAME 1000.
D. BOTH SIDES: THE METERING IS SLIGHTLY ERRATIC. MINOR

PINHOLES, EMULSION GOUGES AND SCRATCHES WERE NOTED
THROUGHOUT THE MISSION. NO MAJOR CAMERA MALFUNCTIONS OR
PROCESSING ANOMALIES WERE NOTED. THERE ARE 1319 FRAMES ON EACH

SIDE OF THIS MISSION. Declassification Review by NGA/DoD)|
3. POSITIVE:

A. PRINTING AND PROCESSING WERE GOOD.
B, PI SUITABILITY IS GOOD WHERE NOT DEGRADED BY WEATHER.
C. CLOUDS OBSCURE OR DEGRADE APPROXIMATELY S5 PER CENT

OF THIS MISSION. 25X14W
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